BUREAU OF AUTOMOTIVE REPAIR
ORDER OF ADOPTION
SMOG CHECK LICENSING RESTRUCTURE

(1) Amend Section 3306 of Article 2, Chapter 1, Division 33, Title 16, California Code of
Regulations, to read as follows:

83306. Licensing Official Stations; Inspection; Terms, Renewal and Replacement of Licenses

Official station licenses shall be issued and renewed in accordance with the following
procedures:

(@) Licenses will be issued only after an on-site inspection of the station by a bureau
representative confirms that the applicant meets the qualifications prescribed in these regulations.
A station license shall expire one year from date of issue.

(b) The late renewal fee shall be $7.50 if the bureau receives the renewal application within 30
days after the date of expiration.

a () a Dire a orm BPR_Q (Pa A 0 A N
hereby-incorporated-byreference—In the event of a change of ownership of a licensed business, a
new Application for Station License, Form R-4 (Rev 11/05), which is hereby incorporated by
reference, and a fee of $10 shall be submitted to the bureau. In determining whether a fee is
required, the following shall apply:

(1) "Change of ownership" means any change in legal ownership of the license or the licensed
business, including the addition or the deletion of a partner, the transfer of any ownership interest
between members of a family (such as by sale, gift, or the death of the legal owner or one of the
owners), change of the business entity by incorporation of the business or a change in the
corporate status that requires a new corporate number as issued by the Secretary of State.

(2) "Change of address™ means any relocation of a licensed business not involving a change of
ownership and any change in the mailing address, including a change resulting from street
renumbering.

Note: Authority cited: Sections 9882 and 9887.1, Business and Professions Code. Reference: Sections 152.6, 163.5, 9887.1, 9887.2 and 9887.3,
Business and Professions Code.

(2) Amend Section 3340.1 of Article 5.5, Chapter 1, Division 33, Title 16, California Code of
Regulations, to read as follows:

83340. 1 Definitions
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“Acceleration Simulation Mode” or “ASM” means a type of vehicle emissions test conducted
with the test vehicle on a chassis dynamometer to simulate on-road acceleration operating
conditions.

“After repairs test” means a test performed on a vehicle after repairs have been made to that
vehicle as a result of failing an inspection at a smog check station.

“ARD-exempt heavy-duty station” means a smog check test-and-repair station or a smog check
test-only station that only tests and/or repairs commercial vehicles which have a gross vehicle
weight rating of 10,000 pounds or greater.

“Basic area” or “Basic vehicle inspection and maintenance program area” means the smog check
program conducted in any area of the state which is not classified as an enhanced vehicle
inspection and maintenance program area.

“Bureau” or “BAR” means the Bureau of Automotive Repair.

“Chassis dynamometer” is a treadmill-like device for a vehicle that is used to simulate on-road
acceleration operating conditions.

“Clean piping,” for the purposes of Health and Safety Code section 44072.10(c)(1), means the
use of a substitute exhaust emissions sample in place of the actual test vehicle's exhaust in order
to cause the EIS to issue a certificate of compliance for the test vehicle.

“Comparative Failure Rate” or “CFR” means that the station's failure rate, under the Gold Shield
Program, must be comparable to the test-only station failure rate for all non-directed vehicles of
the same model-year. The station's failure rate, using initial tests, by model-year, of non-directed
vehicles is applied to an industry-wide failure rate for test-only stations, calculated quarterly by
smog check program area, using initial tests, by model-year, of non-directed vehicles inspected,
and includes an allowable deviation to compensate for the random distribution of passing and
failing vehicles based upon a 95 percent confidence level. This paragraph shall remain in effect
through December 31, 2012.

“Consumer Assistance Program” or “CAP” means a program of the Bureau of Automotive
Repair that provides eligible motor vehicle owners the options of Repair Assistance and Vehicle
Retirement.

“Dismantler” means an automobile dismantler, as defined in Section 220 of the Vehicle Code
and licensed pursuant to Section 11500 of the Vehicle Code, who has contracted with the Bureau
to retire vehicles from operation.

“Emissions inspection system” or “EIS” means a tamper-resistant instrument which meets the

requirements of subdivision (b) of section 44036 of the Health and Safety Code and which is
certified by the bureau for use in the California Smog Check program.
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“Enhanced area” or “Enhanced vehicle inspection and maintenance program area” means the
smog check program conducted in any part of an urbanized area of the state which is classified
by the Environmental Protection Agency as a serious, severe or extreme nonattainment area for
ozone or a moderate or serious nonattainment area for carbon monoxide with a design value
greater than 12.7 ppm.

“Excessive Test Deviation Rate” occurs under any of the following circumstances in a calendar
quarter:

(1) The rate for which the ignition timing test is not performed exceeds the statewide average for
similar vehicles where 90% of similar vehicles received the test.

(2) The rate for which the fuel cap test is not performed exceeds the statewide average for similar
vehicles where 90% of similar vehicles received the test.

(3) The rate for which the low pressure fuel evaporative test is not performed exceeds the
statewide average for similar vehicles where 90% of similar vehicles received the test.

(4) The rate for which the OBDII inspection is not performed exceeds the statewide average for
similar vehicles where 90% of similar vehicles received the test.

(5) The rate for which inspections are aborted exceeds 125% of the statewide average for similar
vehicles on test equipment of the same manufacturer.

(6) The rate for which inspections are restarted exceeds 125% of the statewide average for
similar vehicles.

(7) The rate for which vehicles are initially inspected with the maximum allowable number of
OBDI|I readiness monitors unset, as specified in Section 3340.42.2 (b), exceeds 125% of the
statewide average for similar vehicles.

“Follow-up Pass Rate” (FPR) means a performance measure that evaluates whether vehicles
previously certified by each station or technician are passing, in their current cycle, at higher
than expected rates. Expected rates are calculated by averaging passing rates for similar vehicles,
and then adjusting the rates to account for an individual vehicle's odometer reading, the type of
emissions inspection (ASM or TSI) performed in the current inspection cycle on the vehicle, the
amount of time since the last certification for the vehicle, and the initial test results in the
previous inspection cycle. An FPR score is assigned to both licensed smog check stations and
technicians, and is based on the current inspection cycle test results of vehicles that were
previously certified by stations and technicians. An FPR score ranges from zero to one, with zero
representing the lowest possible score and one representing the highest possible score. FPR data
reports are updated in January and July each year. Stations and technicians with insufficient
inspection histories from which to calculate an FPR score will not receive an FPR score.

“Gaseous fuel” means fuel composed of propane, liquefied or compressed natural gas.
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“Gear Shift Incident” means an inspection where data from the VID indicates the technician did
not follow the gear selection procedure specified in the Smog Check Inspection Procedures
Manual that is incorporated by reference in Section 3340.45.

“Gold Shield station” means a registered Automotive Repair Dealer who is also a smog check
test-and-repair station which has been certified by the department and meets all the requirements
specified in Article 10 of these regulations. This paragraph shall remain in effect through
December 31, 2012.

“Heavy duty vehicle” means a vehicle with a manufacturer's gross vehicle weight rating of 8501
pounds or more.

“Household” means a family of persons or any group of two or more unrelated persons that
reside together and share common living expenses.

“Implementation area” means a geographical area, in which a local district has requested
implementation of a biennial inspection program pursuant to section 44003 of the Health and
Safety Code.

“Initial test” means the first Smog Check inspection of a vehicle done in official test mode or
pre-test mode and performed within one hundred eighty (180) days prior to a registration renewal
date or a change of ownership date for that vehicle. An initial test does not include tests that are
aborted before completion or tests done in the training or manual modes of the EIS.

“Non-directed vehicle” means a vehicle that was not required to be inspected at a station
pursuant to Sections 44010.5 or 44014.7 of the Health and Safety Code.

“Repair Assistance” means a component of the Consumer Assistance Program (CAP) that
provides financial assistance for emissions-related repairs to help eligible motor vehicle owners
bring their vehicles into compliance with the requirements of the Smog Check Program.

“Repair-Only station” means a station licensed by the bureau to diagnose and repair vehicles in
the smog check program.

“Revivable Junk Receipt” means a receipt showing proof that the vehicle is recorded and titled
as “junked” by the Department of Motor Vehicles.

“Similar Vehicle Failure Rate” or “SVFR” means a calendar quarter comparison of the initial test
failure rate of vehicles at an individual station to the initial test failure rate for similar vehicles
inspected statewide, taking into account the vehicle odometer reading, time since passing the last
inspection, and initial test results in the previous cycle. Vehicles for which data is not available
to adequately establish an initial test failure rate will not be used in the SVFR calculation. This
paragraph shall become effective July 1, 2012.
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“Similar vehicles” means vehicles with the same Vehicle Lookup Table Row ID, or at a
minimum, vehicles with the same model-year, make, and engine displacement.

“Smog Check Inspector” or “Inspector” means an individual licensed by the bureau to inspect,
and certify the emissions control systems on vehicles subject to the Smog Check Program in all
areas of the state.

“Smog check program” or “program” means the motor vehicles inspection program conducted
pursuant to section 44005 of the Health and Safety Code, and as hereby described in this article.

“Smog Check Repair Technician” or “Repair Technician” means an individual licensed by the
bureau to diagnose, adjust, and repair the emissions control systems on vehicles subject to the
Smog Check Program at smog check stations in all areas of the state.

“Smog check station” or “station” means a smog check test-only station or smog check test-and-
repair station licensed by the bureau in the smog check program.

“Smog check technician” or “technician” means an individual who holds ene-ef-the a smog
check repair technician and/or inspector licenses-speeified-r pursuant to section 3340.28 of this
article.

“Smog check test-and-repair station” or “test-and-repair station” means a smog check station
licensed by the bureau to test, inspect, diagnose and repair vehicles in the smog check program.

“Smog check test-only station” or “test-only station” means a smog check station licensed by the
bureau to test and inspect vehicles in the smog check program.

“STAR” means a voluntary certification program that applies to a registered Automotive Repair
Dealer that is also a licensed smog check test-and-repair station or a test-only station that meets
all requirements specified in Article 10 of these regulations.

“Technician Information Table” means the bureau's electronic list of licensed technicians
authorized to perform official Smog Check inspections at a specific station.

“Test Deviation” occurs under any of the following conditions:
(1) The station fails to inspect ignition timing on a vehicle that should receive this test.
(2) The station fails to perform the fuel cap test on a vehicle that should receive this test.

(3) The station fails to perform the low pressure fuel evaporative test on a vehicle that should
receive this test.
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(4) The station fails to perform an OBDII inspection on a vehicle that should receive an OBDI|I
inspection.

(5) The station aborts an inspection.
(6) The station restarts an inspection.

(7) The station performs an initial inspection on a vehicle with the maximum allowable number
of OBDI|I readiness monitors unset, as specified in Section 3340.42.2 (b).

“Two-Speed Idle” or “TSI” means a type of vehicle emissions test conducted with the vehicle
transmission in neutral or park while the engine is run at two different engine speeds.

“Vehicle Information Database” or “VID” means a centralized computer database and computer
network, which is readily accessible by all licensed smog check technicians on a real time basis.

“Vehicle Inspection Report” or “VIR” means an official smog check inspection report that is
printed from an emissions inspection system and given to the registered vehicle owner(s) or their
legal representative.

“Vehicle Retirement” means a component of the Consumer Assistance Program (CAP) that
provides payments to eligible motor vehicle owners who choose to voluntarily retire their
vehicles from operation rather than make emissions-related repairs to bring the vehicles into
compliance with the requirements of the Smog Check Program.

“VLT Row ID” means the vehicle lookup table row identification number that identifies a
vehicle using information about its body type, model-year, make, model, engine displacement,
and transmission type.

Note: Authority cited: Sections 44001.5, 44002, 44072.10, 44091 and 44095, Health and Safety Code; and Section 9882, Business and
Professions Code. Reference: Sections 44001.3, 44005, 44010.5, 44011, 44012, 44014, 44014.2, 44014.5, 44017, 44017.1, 44030, 44036,
44037.1, 44056, 44062.1, 44070, 44072.10, 44092, 44093, 44094 and 44103, Health and Safety Code; Sections 220 and 11500, Vehicle Code;
and Section 11505, Government Code.

(3) Amend Section 3340.10 of Article 5.5, Chapter 1, Division 33, Title 16, California Code of
Regulations, to read as follows:
§ 3340.10. Licensing of Smog Check Stations.

A registered automotive repair dealer may be licensed as a smog check station in accordance
with the following:

(a) Application. An applicant for an initial or renewal license shall submit an application to the
bureau on form R-12 (6/9601/11) "Application for Smog Check Station License,” which is
hereby incorporated by reference, along with the fee required in subsection (b).

(b) Fees. Fees are established as follows:

1/30/2012



(1) Initial license fee - $100.00.
(2) Renewal license fee if submitted on or before the date of license expiration - $100.00.

(3) Delingquency fee if a renewal license fee is submitted after the date of license expiration -
$50.00, which shall be assessed in addition to the $100.00 renewal license fee.

(c) Term of License. A station license shall expire one year from the last day of the month in
which the license was issued unless renewed, suspended, rescinded, or terminated by operation
of law. The bureau may advance the expiration date to correspond with the automotive repair
dealer's registration expiration date. A licensee whose license has expired shall immediately
cease to inspect, test, diagnose or repair vehicles or issue certificates as part of the smog check
program.

(d) Inspection. An inspection of the applicant's facility shall be made by a representative of the
bureau. A license may be issued only for an applicant that meets the qualifications prescribed in
this article.

(e) Replacement License. In determining whether a fee is required for a replacement license, the
definitions given in section 3306(c)(1) and (2) of this chapter shall apply.

(1) In the event of a change of name or address of a licensee, a new application shall be
submitted to the bureau and no fee will be required.

(2) In the event of a change of ownership of a licensed business, a new application and a
license fee of $100.00 shall be submitted to the bureau.

(3) In the event a license is lost, destroyed, or mutilated, application shall be made to the
bureau for a duplicate license. The person to whom the license was issued shall furnish
satisfactory proof of licensure. Upon receipt of application, the bureau shall issue a duplicate
license for the unexpired term of the license. Any lost license that is later found shall be returned
to the bureau.

(F) No person shall operate a smog check station unless a license to do so has been issued by the
department.

(Note to reviewer: Remove from regulation the Smog Check Station Application
Form 79-4 (5/89) as it will be replaced by the updated form incorporated by
reference in section 3340.10 (a))

1/30/2012



1/30/2012



Note: Authority cited: Sections 44002 and 44034, Health and Safety Code; and Sections 163.5 and 9882, Business and Professions Code.
Reference: Sections 44030, 44033 and 44034, Health and Safety Code.

(4) Amend Section 3340.15 of Article 5.5, Chapter 1, Division 33, Title 16, California Code of

Regulations, to read as follows:

8 3340.15. General Requirements for Smog Check Stations.

A smog check station shall meet the following requirements for licensure and shall comply with
these requirements at all times while licensed.

(a) The testing and repairing of vehicles shall be performed only in a work area of the station that
has been approved by the bureau during the licensing inspection. Other work may be performed
in the approved area, as desired. Except for heavy-duty vehicles, the work area shall be within a
building and shall be large enough to accommodate the type of vehicle being serviced. In the
case of the testing and repair of heavy-duty vehicles the work area need not be in a building, but
the emissions inspection system used at the station may only be used within a building. The work
area shall be kept clean and orderly.

(b) A licensed inspector and/or repair technician shall be present Bduring all hours the station is
open for the business, eftTesting and/or repairing of vehicles pursuant to the Smog Check
Program;-a shall be performed by a licensed inspector and/or repair technician, consistent with

their license classification-tieensed-forthe-appropriate-category-ofvehicle-being-tested-or
repaired and the appropriate area, shall be present.
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{d) The station-Heense-and, inspector, and/or repair technician licenses shall be posted

prominently under glass or other transparent material in an area frequented by customers.

* * * *

Note: Authority cited: Section 44002 and 44030, Health and Safety Code; and Section 9882 and 9884.9(b), Business and Professions Code.
Reference: Sections 44014, 44030, 44032, 44033, 44036, 44037 and 44045.5, Health and Safety Code.

(5) Add Section 3340.16.4 of Article 5.5, Chapter 1, Division 33, Title 16, California Code of
Regulations, to read as follows:

3340.16.4. Smog Check Repair-Only Station Requirements.

(a) A smog check repair-only station operating in any program area shall have the equipment and
materials specified by, and conform to the requirements of, subsection (a) of section 3340.16 of
this article except for paragraphs (1) and (9) and, in addition, shall have engine diagnostic
equipment and repair tools that are capable of diagnosing and repairing engine ignition systems,
fuel systems, emission control systems, computer engine control systems, and other related
components for each vehicle type that the station diagnoses and repairs. The equipment or repair
tools may be separate units, or part of a multi-functional unit. At a minimum, the station shall
have the following materials, tools, and equipment:

(1) An ignition analyzer or ignition oscilloscope capable of displaying ignition system
operation of vehicles subject to the smoqg check program. At a minimum, the device shall
display:

(A) Primary ignition system voltage and coil oscillations; and

(B) Firing voltage and spark duration of the secondary ignition in either analog or digital
form. For distributor-equipped systems, the device shall be capable of displaying this
information for all cylinders at the same time.

(2) A compression tester.

(3) A tachometer/dwell meter.

(4) A fuel pressure gauge capable of measuring the higher pressures of fuel-injected vehicles.

(5) A propane enrichment kit.
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(6) An ammeter capable of measuring amps and milliamps.

(7) A high impedance digital volt/ohmmeter.

(8) Hand tools necessary to adjust, maintain, and repair vehicular ignition, fuel delivery, and
emission control systems.

(9) Diagnostic and repair information for all vehicles being tested and repaired. Such
information may be in printed or electronic form and may be nationally distributed and
periodically updated references that contain repair and emission procedures. These references
must be up to date and include current model year supplements for automobile emission control
systems. Electronic references shall be provided in printed form upon request from the bureau.

(10) The most currently available bureau test and repair manuals.

(11) Automotive computer diagnostic and repair manuals.

(12) Electronic component location manuals.

(13) A device capable of retrieving trouble codes from vehicles with on-board computers,
along with instructions on how to extract codes, and definitions of codes. This device shall have
the ability to display and store data streams from the on-board computer systems of vehicles. The
device shall be On-Board Diagnostic Il compliant, and shall have enhanced diagnostic test
modes. Diagnostic data modules required to operate the device shall be kept updated to the
current available calendar year.

(14) An electronic device capable of graphically displaying any electrical or electronic signal
used by an automotive computer system. The device shall have the capability of displaying the
electrical or electronic signal using a voltage and time scale that is adjustable. The device shall
have the capability of capturing and displaying a high frequency abnormal signal, regardless of
time per division setting, or screen refresh rate.

(15) A tire pressure gauge capable of accurately measuring tire pressure.

(b) A station may be licensed and operate without the equipment prescribed in subsection (a)
paragraphs 1, 3 and 5 if that station, as a matter of policy, repairs vehicles powered by diesel
engines or engines originating from diesel compression ignition designs only.

(c) All diagnostic and repair equipment shall be, as necessary, calibrated or adjusted in
accordance with the instructions of the manufacturer, and maintained in good working condition.

(d) A smoqg check repair-only station shall not accept a vehicle for repair if any of the following
conditions apply:

(1) The station does not have adeguate equipment, personnel, tools or reference materials to
repair the vehicle, should the vehicle fail its inspection; or
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(2) The station, as a matter of policy, does not repair certain types, makes or models of
vehicles; or

(3) The station, as a matter of policy, does not repair certain types of vehicle inspection
failures.

(e) A smog check repair-only station may not refer a consumer to a particular station for a smog
check inspection or repair services in which the owner of the repair-only station has a financial
interest.

(1) A financial interest includes any ownership in both stations, or any compensation for
business referrals by either station including, but not limited to, direct payment, barter
agreements, or “quid pro quo” arrangements.

(2) A repair-only station shall provide consumers with instructions regarding how to access on
the bureau’s website an updated list, compiled by region, of STAR certified smog check stations.

Note: Authority cited: Section 44002, Health and Safety Code; and Section 9882, Business and Professions Code. Reference: Sections
44010.5, 44012, 44014.5 (e), 44014.7, 44030(b) and 44036(b), Health and Safety Code.

(6) Amend Section 3340.16.5 of Article 5.5, Chapter 1, Division 33, Title 16, California Code of
Regulations, to read as follows:

3340.16.5. Test-and-Repair Station Requirements.
a) A smog check test-and-repair station operating in a-basie any program area shall have the equipment
and materials specified by, and conform to the requirements of, subsection (a) of section 3340.16_and

subsectlon (a) of sectlon 3340 16. 4 of th|s artlcle &nd,—wmddﬁren—sha#hav&engm&dmgne&ﬂe
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(b) A smog check test-and-repair station operating in an enhanced area shall have all of the equipment
and materials specified by, and conform to the requirements of subsection (a) above, and:

(1) An emissions inspection system in accordance with the bureau's BAR-97 Emissions Inspection
System Specifications as provided in subsection (b) of section 3340.17 of this article.

{3} A tire pressure gauge capable of accurately measuring tire pressure at the specification for the vehicles
being tested and inspected using the ASM test procedure.

(c) A smog check test-and-repair station that has accepted a vehicle for inspection shall disclose both
orally and in writing on the written estimate provided pursuant to Section 9884.9 of the Business and
Professions Code, before the initial inspection of the vehicle, if the vehicle is potentially affected by any
of the following conditions:
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(1) The station does not have adequate equipment, personnel, tools or reference materials to repair the
vehicle, should the vehicle fail its inspection; or

(2) The station, as a matter of policy, does not repair certain types, makes or models of vehicles; or
(3) The station, as a matter of policy, does not repair certain types of vehicle inspection failures.

(d) Effective through December 31, 2012, a smog check test-and-repair station shall not refer a consumer
to a particular test-only station for the testing and certification of a vehicle that has been directed to a test-
only station for its biennial smog check pursuant to Section 44010.5 and 44014.7 of the Health and Safety
Code. Test-and-repair stations shall make available to each customer that presents a test-only directed
vehicle for initial testing a list prepared by the bureau of those smog check test-only stations in that region
licensed to perform initial tests of, and to certify test-only directed vehicles. Stations and inspectors
and/or repair technicians are prohibited from altering or revising the list supplied by the bureau. For the
purpose of this subsection, the term “make available” means to grant access to.

(e) Effective January 1, 2013, a smog check test-and-repair station may not refer a consumer to a STAR
certified station in which the owner of the test-and-repair station has a financial interest for the purpose of
having the vehicle inspected pursuant to Sections 44010.5 and 44014.7 of the Health and Safety Code.

(1) A financial interest includes any ownership in both stations, or any compensation for business
referrals by either station including, but not limited to, direct payment, barter agreements, or “quid pro
quo” arrangements.

(2) Stations that are not STAR certified shall provide consumers with instructions regarding how to
access on the bureau's website an updated list, compiled by region, of STAR certified smog check
stations.

(f) Effective through December 31, 2012, a smog check test-and-repair station shall not have ownership
in, corporate interest in, nor any other financial interest in a smog check test-only station within a
geographical radius of 50 statute miles of the test-and-repair station.

Note: Authority cited: Section 44002, Health and Safety Code; and Section 9882, Business and Professions Code. Reference: Sections 44012,
44014.5 (e), 44030(b) and 44036(b), Health and Safety Code.

(7) Amend Section 3340.17 of Article 5.5, Chapter 1, Division 33, Title 16, California Code of
Regulations, to read as follows:

§ 3340.17. Test Equipment, Electronic Transmission, Maintenance and Calibration
Requirements.

(a) Each smog check test-only and test-and-repair station operating in other than an enhanced
program area shall have a BAR certified emissions inspection system, as specified in subsection
(b), except that the hardware and the software necessary to conduct dynamometer based, loaded-
mode emissions shall not be required. Vehicle data emission test results shall be transmitted to
the department’s centralized data base in accordance with the procedures contained in the
specifications referenced in subsection (b), which include the form, manner and frequency of
data transmittals. The emissions inspection system shall be maintained and calibrated in

14
1/30/2012



accordance with the specifications referenced in subsection (b), and in accordance with the
manufacturer's specifications. The emissions inspection system shall have the most current
software and hardware updates required by the bureau.

(b) Each smog check test-only and test-and-repair station operating in an enhanced area shall
have a BAR-certified emissions inspection system that meets the specifications contained in the
BAR-97 Emissions Inspection System Specifications dated May 1996, as revised through July
2009, hereby incorporated by reference. Vehicle data emission test results shall be transmitted to
the department's centralized data base in accordance with the procedures contained in these
specifications, which include the form, manner and frequency of data transmittals. The emissions
inspection system shall be maintained and calibrated in accordance with the bureau's BAR-97
Emissions Inspection System Specifications referenced in this subsection, and in accordance
with the manufacturer's specifications. The emissions inspection system shall have the most
current software and hardware updates required by the bureau.

* * * *

Note: Authority cited: Sections 44002, 44036 and 44037.1, Health and Safety Code; and Section 9882, Business and Professions Code.
Reference: Sections 44012, 44036 and 44037.1, Health and Safety Code.

(8) Amend Section 3340.22 of Article 5.5, Chapter 1, Division 33, Title 16, California Code of
Regulations, to read as follows:
§ 3340.22. Smog Check Station Signs.

Each smog check test-only, repair-only, and test-and-repair station shall display an identifying
sign that meets the following specifications:

(a) Dimensions. The sign shall be 24 inches wide and 30 inches high.
(b) Sign Material. The sign shall be made of 0.040 aluminum or steel.

(c) Content. Camera-ready design and content of the sign shall be supplied by the bureau.

Note: Authority cited: Section 44002, Health and Safety Code. Reference: Section 44033(a), Health and Safety Code.

(9) Amend Section 3340.22.1 of Article 5.5, Chapter 1, Division 33, Title 16, California Code of
Regulations, to read as follows:

8§ 3340.22.1. Smog Check Station Service Signs.

(a) Separate sign requirements shall apply to the following types of stations which provide smog
check program services:

(1) Smog-checktest-only-stations-
2 Smog check stations which only inspect and/or repair heavy-duty vehicles.
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£3)(2) Smog check stations which do not inspect and/or repair heavy-duty vehicles.

(3) Smog check stations that only inspect and/or repair vehicles powered by diesel engines or
engines originating from diesel compression ignition designs.

(b) The service signs required by subdivision (a) shall be made of 0.040 aluminum or steel stock
and shall be 24 inches wide and 8 inches high. Camera-ready design and content of required
signs are available from the bureau upon request.

(c) Service signs shall be securely attached to the bottom of or immediately below the smog

check station signs required by section 3340.22 of this article. Attachment-shall-be-byring-hook;
bracket, or similar device.

Note: Authority cited: Section 44002, Health and Safety Code. Reference: Sections 44033(a) and 44045.5, Health and Safety Code.

(10) Amend Section 3340.23 of Article 5.5, Chapter 1, Division 33, Title 16, California Code of
Regulations, to read as follows:

8§ 3340.23. Licensed Smog Check Station That Ceases Operating As a Licensed Station.

A smog check station shall cease performing the functions for which it has been licensed when it
no longer has in its employ an inspector or repair technician, licensed for the appropriate
category of vehicle being tested or repaired and-the-appropriate-area, or when its license has
expired or has been surrendered, suspended, or revoked. Such station must dispose of materials
related to its formerly licensed activity according to these provisions:

(a) Loss of Services of Licensed_Inspector or Repair Technician. A licensed station that no
longer has in its employ a smog check_inspector or repair technician, licensed for the appropriate
category of vehicle being tested or repaired and-the-appropriate-area, shall immediately remove
or cover the smog check station sign in accordance with subsection (b) of this section. If the
station does not have in its employ, within 60 days, a smog check inspector or repair technician,
licensed for the appropriate category of vehicle being tested or repaired and-the-appropriate-area,
the station shall surrender its station license to the bureau and shall return to the bureau all
unused certificates of compliance and noncompliance.

(b) Removal of Sign. A licensed station that is no longer authorized to perform the function for
which it was licensed shall remove or cover the smog check station sign.

(c) Return of Certificates. When a station license has expired or has been surrendered, suspended
or revoked, the station shall return to the bureau all unused certificates purchased by the station.

Note: Authority cited: Section 44002, Health and Safety Code. Reference: Sections 44030(a) and (b), 44031, 44032, 44033 and 44045.5,
Health and Safety Code.

(11) Amend Section 3340.28 of Article 5.5, Chapter 1, Division 33, Title 16, California Code of
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Regulations, to read as follows:

§ 3340.28. Licenses and Qualifications for Smog Check Inspectors and Repair Technicians.

(a) Fhere-are-the-following-technician-licenses-in-the-Smeg-CheckProegram:=An individual may

gualify for the foIIowmq Smoq Check Ilcenses

ehatl—lee—rssueel—teen—melmelu&ker%enee Smoq Check Inspector The Smoq Check Inspector

license allows an individual to inspect, and certify the emissions control systems on vehicles
subject to the Smog Check Program in all areas of the state. The Smog Check Inspector license
expires pursuant to the requirements in subsection (d) of section 3340.29 of this Article.

(2) Smog Check Repair Technician. The Basic-Area Smog Check Repair Technician license
which allows an individual to aspeet-diagnose, adjust, and repair and-certify the emissions
control systems on vehlcles subject to the Smog Check Program at smog check stations in_all
areas of the state de m-areas. The
Basic-Area Smog Check Repalr Techn|C|an license explres pursuant to the requwements in

subsection {e)}(d) of section 3340.29 of this Article.

(b) The qualifications to take an examination for technician licenses are as follows: Smog Check

Inspector Qualifications.

2 The-Basic-AreaTFechnician-license The Smog Check Inspector license requires an

examination. The qualifications to take the examination for the Basie-AreaTFechniciar Smog
Check Inspector license are:

(1) The applicant must provide proof, satisfactory to the bureau, of:

(A) The successful completion of bureau specified engine and emission control training
within the last two years, and successful completion of the bureau’s smog check training within
the last two years; or
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(B) At the bureau’s discretion, successful completion of a competency assessment within
the last two years, and successful completion of the bureau’s smog check training within the last

two years; or

(C) The applicant must provide proof, satisfactory to the bureau, of meeting the
gualifications established in subsection (c)(1) and successful completion of the bureau’s smog
check training within the last two years.

£€)(2) Update Training. The bureau may require update training as part of the requirements for

license renewal. An applicant for an-initial-Heense-er renewal of a Smog Check Inspector license
must provide proof, satisfactory to the bureau, evidenee of successful completion of bureau

certified specified update training courses. Update-tratning-courses-provide-training-on-new
attometive-technology-thataffects-emissiontesting-andiorrepairs. Update-training-need-not
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exceed20-hours—Technicians At the bureau’s discretion, a Smog Check Inspector may take a

challenge test in lieu of taking the eeurse update tralnlnq —a{—the-bweau%dﬁepeuen—'Feehmerans

(c) Smog Check Repair Technician Qualifications. The Smog Check Repair Technician license
requires an examination. The qualifications to take the examination for the Smog Check Repair
Technician license are:

A)(1) The applicant must provide proof, satisfactory to the bureau, of:

(A) Possession of an Associate of Arts or Associate of Science degree or higher in
Automotive Technology, from a state accredited or recognized college, public school, or trade
school, and one year automotive repair experience in the engine performance area; or

(B) Possession of a certificate in automotive technology, from a state accredited or
recognized college, public school, or trade school with a minimum of 720 hours course work that
includes at least 280 hours course work in the engine performance area, and one year of
automotive repair experience in the engine performance area; or

(C) A minimum of two years of automotive repair experience in the engine performance
area, and successful completion of bureau specified diagnostic and repair training within the last
five years; or

(D) The applicant must provide proof, satisfactory evidence-ef-to the bureau, of certification
in the categories of Electrical/Electronic Systems (A6), Engine Performance (A8) and Advanced
Engine Performance Specialist (L1) from the National Institute for Automotive Service
Excellence, or other such established and nationally recognized automotive repair certification
institution as determined by the bureau.

(2) Update Training. The bureau may require update training as part of the requirements for
license renewal. An applicant for renewal of a license must provide proof, satisfactory to the
bureau, of successful completion of a minimum of 16 hours of bureau specified update training.
At the bureau’s discretion, a repair technician may take a challenge test in lieu of taking the
update training.

(d) A single license that allows the applicant to perform the services described in subsections
(2)(1) and (2) may be issued to applicants who qualify for and pass the exam for both license

types.
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(e) Upon renewal of an unexpired Basic Area Technician license or an Advanced Emission
Specialist Technician license issued prior to the effective date of this requlation, the licensee may
apply to renew as a Smog Check Inspector, Smog Check Repair Technician, or both.

(f) An applicant for renewal of a Smog Check Repair Technician license who does not possess
certification pursuant to subsection (c)(1)(D) of this section must provide proof, satisfactory to
the bureau, of successful completion of the bureau specified diagnostic and repair training within
the last five years.
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Note: Authority cited: Sections 44002, 44014 and 44045.5, Health and Safety Code; and Section 9882, Business and Professions Code.
Reference: Section 44014, 44031.5(e) and 44045.5, Health and Safety Code.

(12) Amend Section 3340.29 of Article 5.5, Chapter 1, Division 33, Title 16, California Code of
Regulations, to read as follows:

8 3340.29. Licensing of Smog Check Inspectors and Repair Technicians.

(@) An applicant for a license as an inspector or repair technician shall submit an application with

appropriate documents to the bureau on form SMOGTFECH- (1107} ~Apphecation-fortnitial
Smog-CheckTechnicianticense;~ (10/11) Inspector/Tech App 1A “Application for Initial Smog
Check Inspector, and/or Smog Check Repair Technician License,” which is hereby incorporated
by reference, together with an application fee of $20.00. An-applicationshal-berejectedand-the
fee-shall-net-berefunded-If the applicant fails to include all required documentation, or
complete all questions regarding the applicant's background, or otherwise fails to submit a
complete orlglnal appllcatlon the fee shall not be refunded and a license shaII not be |ssued Fhe

(b) An applicant for an inspector or repair technician license shall be subject to the following

requirements:
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(1) An applicant for an inspector or repair technician license shall pay an examination fee of
$45 and successfully complete and pass the appropriate-technician examination in order to
receive a-technietan's license.

(2) An applicant that receives a notice of qualification to take an examination, pursuant to
section 3303.2 of this Article, shall take the appropriate-techrician examination within 90 days of
receipt of notification of qualification to take the examination. A qualified applicant may attempt
to pass the examination two times per application. After two attempts the applicant;-o+ shall

again submit an new application to the bureau, pay an application fee of $20, pay the
examination fee and successfully complete and pass the appropriate-technician examination.

(c) An initial application shall be subject to the review procedures specified in section 3303.2. of
Avrticle 1 of this Chapter.

&) Initial license for a Smog Check Inspector or Smog Check Repair Technician shall expire on
the last day of the licensee’s birth month. If the initial license is issued more than six months
prior to the licensee’s birth month the license shall expire no less than 18 months from the
issuance date. If the initial license is issued within six months of the licensee’s birth month, the
I|cense shall explre no more than 30 months from thei issuance date. AJeeehmerans—HeenseshaH

thedateef—rssuaneee#the4+eense—tmtral—l License explratlon dates are calculated from the date
the department is notified that an applicant has passed the licensing examination. Subsequent
renewal licenses will expire on the last day of the birth month, two years thereafter. The bureau
may advance the expiration date of an inspector or repair technician license for the purpose of

svnchronlzmq license explratlon dates Qneearheensehasabeemssued%haee*p#eswthebﬁh

later. Wlthholdlng a I|cense for enforcement purposes or issuance of a temporary I|cense due to
family support obligations, does not change the expiration date as calculated above.

H(e) To renew a license, the_inspector or repair technician shall submit a renewal fee of $20 and
pay the examination fee, as applicable, and successfully complete and pass the appropriate

examination, as applicable, eemplete-application-to-the-bureau prior to the expiration date of the
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(f) The selection of an examination may be based on, but is not limited to, the applicant’s

professional or vocational certifications, education, experience, and/or disciplinary and citation
history, at the bureau’s discretion.

Note: Authority cited: Sections 44002, 44013(b), 44016, 44031.5, 44034, 44034.1 and 44045.5, Health and Safety Code; and Sections 163.5
and 9882, Business and Professions Code. Reference: Sections 44012, 44014, 44015(a) and (b), 44030(a), 44031.5, 44032, 44034, 44034.1,
44035, 44045.5 and 44045.6, Health and Safety Code; and Section 1798.17, Civil Code.

(13) Amend Section 3340.30 of Article 5.5, Chapter 1, Division 33, Title 16, California Code of

Regulations, to read as follows:

8 3340.30. General Requirements for Licensed Smog Check_Inspectors and/or Repair

Technicians.

A licensed smog check_inspector and/or repair technician shall comply with the following
requirements at all times while licensed::

(a) A-licensed-technician-shal-Inspect, test and repair vehicles, as applicable, in accordance with
section 44012 of the Health and Safety Code, section 44035 of the Health and Safety Code, and
section 3340.42 of this article.

(b) A-ticensed-technictan-shallbm-Maintain on file with the bureau a correct mailing address
pursuant to section 3303.3 of Article 1 of this Chapter.

(c) Aticensed-technician-shal-n-Notify the bureau in writing within two weeks of any change of
employment.

(d) A-licensed-technician-whese-license-has-expired-shall Upon expiration of the inspector and/or

repair technician license immediately cease to inspect, test, or repair failed vehicles, as
applicable.

Note: Authority cited: Sections 44002, 44013(b), 44016, 44031.5 and 44034, Health and Safety Code; and Section 163.5, Business and
Professions Code. Reference: Sections 44012, 44015(a) and (b), 44030(a), 44031.5, 44032, 44034, 44034.1, 44035, 44045.5 and 44045.6, Health
and Safety Code.

(14) Amend Section 3340.31 of Article 5.5, Chapter 1, Division 33, Title 16, California Code of

Regulations, to read as follows:

§ 3340.31. Retraining of Licensed Smog Check Inspectors and/or Repair Technicians.

(a) Licensed_inspectors or repair technicians receiving citations pursuant to subdivision (b) # of
Section 44050 of the Health and Safety Code, or found lacking in skills pursuant to subdivision
(b) of Section 44031.5 of the Health and Safety Code, or found lacking in skills pursuant to
subdivision (c) of Section 44045.6 of the Health and Safety Code, shall be required to undergo
retraining at institutions and by instructors certified by the bureau pursuant to Sections 44030.5
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and 44045.6 of the Health and Safety Code.

(b) Failure by a licensed_inspector or repair technician to complete retraining when required by
the department shall be grounds for revocation or suspension of asmeg-check-technician's the
license, pursuant to section 44045.6 of the Health and Safety Code.

Note: Authority cited: Section 44002, Health and Safety Code. Reference: Sections 44030.5, 44031.5(b), 44045.6, 44050 and 44072.2, Health
and Safety Code.

(15) Amend Section 3340.50 of Article 6, Chapter 1, Division 33, Title 16, California Code of
Regulations, to read as follows:

83340.50. Fleet Facility Requirements.

The owner of a fleet of vehicles shall meet the following requirements for licensure as a fleet
facility smog check station, if they choose to be so licensed, and shall comply with these
requirements at all times while licensed.

(a) Number of Fleet VVehicles. The fleet facility shall own and operate a fleet of 10 or more
vehicles which are subject to the program and are exclusively for the use of fleet employees, for
sale, or for rental or lease to members of the public in the regular course of business.

(b) Equipment. The fleet facility shall have the equipment required by a smog check station, as
set forth in sections 3340.16.5 and 3340.17 of this chapter. Equipment shall be maintained and
calibrated in accordance with section 3340.17 of this chapter.

(c) Licensed Inspector and/or Repair Technician. A licensed inspector and/or repair technician;
other-than-an-tnternTechnician; shall be present at the facility when necessary to test, inspect, or
repair-er-supervise-therepair-of a vehicle. Testing and/or repairing of vehicles pursuant to the
Smog Check Program shall be performed by a licensed inspector and/or repair technician,
consistent with their license classification.

{&) Work Area. The work area shall meet all the requirements specified in section 3340.15(a) of
this article.

(fe) Vehicles Serviced. A licensed fleet facility shall test, repair, and certify only vehicles owned
by it. The repair cost limit shall not apply to the repair of fleet vehicles.

(gf) Onsite Inspection. The responsible managing employee of the fleet facility shall provide the
bureau with whatever access, information, and other cooperation is necessary to facilitate onsite
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inspection of the fleet's vehicles or inspection system. At the bureau's request, the licensed
inspector and/or repair technician shall be present during regular business hours (8 a.m. to 5
p.m.) at a time agreed upon by the licensed inspector and/or repair technician and a bureau
representative.

(hg) Display of Licenses. The station license and inspector and/or repair technician licenses shall
be posted prominently in an area accessible to the bureau or its representative.

(th) Manuals and Bulletins. Bureau manuals and bulletins pertaining to fleet facilities shall be
maintained in a location readily accessible to licensed inspector and/or repair technicians.

Note: Authority cited: Section 44002, Health and Safety Code. Reference: Sections 44020 and 44045.5, Health and Safety Code.

(16) Amend Section 3340.51.1 of Article 6, Chapter 1, Division 33, Title 16, California Code of
Regulations, to read as follows:

§3351.1. Fees
Registration fees are established as follows:
(a) Initial Registration. The initial automotive repair dealer registration fee shall be $200.

(b) Renewal Registration. The renewal fee shall be $200, provided that registration is renewed on
or before the date of expiration. If not renewed on or before the date of expiration, the renewal
fee shall be $250 which includes a $50 delinquency fee.

(c) Change of Ownership. A new registration shall be required of the new owner in the event of a
change of ownership, as defined in Section 3306(c)(1) of these regulations, and an application
for registration accompanied by the initial registration fee in the amount of $200 shall be
submitted to the bureau for such registration.

(d) Change of Firm Business Name-ef, Address, and/or Corporate Officers or Directors. Ary In
the event of a change in the firm business name (not involving any change in ownership)-and,
corporate officers or directors, and/or any-change-tr-the-firm's business or mailing address the
licensee or registrant shall submit to the bureau a Change of Name/Address/Corporate Officers
or Directors, form R-8 (Rev. 05/25/01), which is hereby incorporated by reference within 14
calendar days or the Ilcense and/or reqlstratlon shall cease to be valid. Ieeptemptly

replacement certificate WI|| be |ssued te—theuelealetE for the balance of the unexplred term of the
registration without charge._ Any change in the members of a Limited Liability Company (LLC)

requires a new application and fees, unless the LLC articles of incorporation expressly indicate
that a change of members does not constitute a change of business.

* * * *
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Note: Authority cited: Sections 9882, 9884.19 and 9886.3, Business and Professions Code. Reference: Sections 463 136 and 9886.3, Business
and Professions Code.

SHERRY MEHL, Chief
Bureau of Automotive Repair
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